107.00

COMMITMENTS

Ne Commitments

202.08 EARTH EXCAVATION -~ INCIDENTAL TO CURB, GUTTER, & DRIVEWAY

406.05

406.10

406.19

POLYMERIZED BITUMINQUS MATERIALS (PRIME COAT) RATES

Earth excavation and backfill for proposed curb and gutter and driveway pavements shall be
included in the unit cost of the various items,

204.00 ENVIRONMENTAL REVIEWS

Prior to the use of any proposed borrow areas, use areas {temperary access roads, detours,

run—arounds, etc.) and/or waste areas, the Contractor shall file the required environmental

resource request surveys according to Section 107.22 of the Standard Specifications. These
surveys are required in order for the Department to conduct cultural and biological resource

surveys for the proposed site,

202,03 of the Standard Specifications,

Surface Type Estimated Truck Application Rate Residual Rate
Milled (HMA or PCC) 0.10 galsy (0.0004 tonsy) 0.05 galsy
Existing Pavement 0.05 galsy {0.00022 tonsy) 0.025 galsy
Fog Coat {hetween lifts) 0.05 galsy (0.00022 tonsky) 0.025 galsy

MIX DESIGN REQUIREMENTS

Note: Estimated truck application rate is used for estimating quantities.

approved disposal sites.

Prior to any waste materials being removed from the construction site the required
environmental resource surveys will need to be obtained and filed by the Contractor. Excess
waste products removed from the construction site shall be disposed of as required in Section

Any protruding metal bars shall be removed prior to the disposal of broken concrete at

The required environmental resource documentation shall include the following:

* BDE Form 2289 (Environmental Survey Request)
. .

MIXTURE USE(S) INTERMITTENT FULL ; BDE Fo;:m 2290 (Was_tafl}s; Afea ;letnew)d | ‘

RESURFACING DEPTH PATCHING A location map shewgng_ the size limits and location of the use area
* Color photographs depicting the use area
® Borrow Area Entry Agreement form-D4 PlO131
ACPG: 6422 64-22
RAP% (MAX):** 15% 259 Please note that a minimum of four weeks shall be allowed for the District to obtain the

DESIGN AIR VOIDS:

40% @ N=50

4.0% @ N=50

clearances.

WMIXTURE COMPOSITION:

iL 9.5 ONLY

i85 OB 125

FRICTION AGGREGATE;

MIX D (DOLORMITE ONLY)

A

NOTE: INDIVIDUAL LIFT THICKNESS OF EACH MIX TYPE WILL BE NO LESS
THAN 3 TIMES NOMINAL MAXIMUM AGGREGATE SIZE AND NO MORE THAM
6 TIMES NOMINAL MAXIMUM AGGREGATE SIZE.

PAVING SURFACE COURSE

Continuous paving operations on the main roadway shall he maintained at all times during the
construction of the hot-mix asphalt surface. No interruptions for side roads, entrances, turn lanes,
etc. will be allowed.

542,00 ORDERING LENGTH CONFIRMATION - DRAINAGE ITEMS

required environmental clearances and six weeks for the required borrow site environmental

The Contractor shall consult with the Engineer in regard to the exact length of the boxhipe
culverts, storm sewers, anddor pipe drains required prior to ordering these items,

780.00 NO PASSING ZONE VERIFICATION

of certerline striping.

The resident shall contact Operations to verify the location of no passing zones prior to placement
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